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TRI-BUILT® MULTICAP™ TYPE B VENT CAP
PRODUCT DESCRIPTION
• Recommended for flue, hot stack, or B-Vent installations
• Non-clogging positive draft design
• Clamp fittings adjustable for all standard sizes
• Durable aluminum construction
• Complies with ANSI/UL441

SIZE      MODEL ITEM NUMER 
• TRI-BUILT 3"-5" Type B Vent Cap  TRIVC35 692792
• TRI-BUILT 5"-7" Type B Vent Cap  TRIVC57 692793
• TRI-BUILT 7"-9" Type B Vent Cap  TRIVC79 692794
• TRI-BUILT 9"-11" Type B Vent Cap  TRIVC911 692795
• TRI-BUILT 12"-14" Type B Vent Cap TRIVC214 692796

Be sure top of vent pipe does not extend past the collar 
of the TRI-BUILT® MultiCap vent when installed. Tabs inside 
of cap will prevent this from happening when installed 
correctly. Tighen the collar bolts equallty to a snug fit. 

Warning: If the top of the TRI-BUILT MultiCap vent is too 
close to the top of the vent pipe, gases WILL NOT vent 
properly.

Always wear gloves when handling aluminum and sheet 
metal products.
 Always check Local Building Codes for installation.

Pipe stops here 
(Sits undder bracket)   

Note: Do not insert 
pipe all the way  up 
to the top cap. This 
will block all airflow. 

Use this diagram as a guide. TRI-BUILT MultiCap 
vents should be installed by a qualified professional.
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